(@ STORE

UBODI PRAVO MESTO ZA TEHNIKU

Firma: G Store & Repair doo
Adresa: Bul.Mihajla Pupina 10z/3
Telefon: 011 785 66 66

Fax:

PIB: 112029009

E-mail: office@gstore.rs










GMB-X96 Mini 2/16GB DDR3 Gembird smart TV
box S905W quad, Mali450 4K, KODI Android
7.1.2,+ IR-kabl

Sifra: 10936
Kategorija prozivoda: TV box i resiveri
Proizvodac¢: GEMBIRD

Cena: 6.190 rsd.

orginalni proizvod

Za instaliranje aplikacije EON na ovom uredjaju skinite fajl sa sledeceg linka sacuvajte na USB flash i sa
njega instalirajte navedenu aplikaciju sa sledeceg linka -
https://mega.nz/file/W991yCpR#KFTYImaCZiXKUZNTjhptNkqlCdVbAZ4FMV39FAeljF8

Za instaliranje aplikacije Netflix na ovom uredjaju skinite fajl sa sledeceg linka sacuvajte na USB flash i sa
njega instalirajte navedenu aplikaciju sa sledeceg linka - https://mega.nz/file/OoUVnAjB#fsVNsYS-
tVSL6s8JUIQKOteXFIIRb9SSD)I8yUU37k4

CPU: Amlogic S905W Quad Core ARM Cortex A53 @2GHz

GPU: Penta-core Mali-450MP GPU @ 750MHz

RAM: DDR3 2GB

ROM: eMMC 16GB

OS: Android 7.1.2

WiFi: IEEE 802.11 b/g/n

Video Decode: VP9 Profile-2 up to 4K x 2K, H.265 HEVC MP-10@L5.1 up to 4K x 2K

Android 7.1.2
X96 MINI is based on the latest Android 7.1.2 OS, with high speed and smooth, designed to turn your
regular TV into a smart one.

Amlogic S905W

The processor in this chip is an Amlogic S905W, fully supporting premium 4K UHD contents with a powerful
64bit CPU and Mali-450 penta-core GPU combination in place to handle 4K graphics and offers strikingly
realistic pictures.

DDR3 2GB RAM, eMMC 16GB
It boasts DDR3 2GB RAM, and eMMC 16GB Flash, advantageous in performance, security and reliability,
ascribing to the eMMC memory, ultimately delivering a richer end-user experience.

HDMI 2.0 Connector
You can go directly to let your TV and X96 TV Box are connected through an HDMI cable and set up your
home cinema for the best 4K x 2K UHD multimedia experience.

IR Remote
Infrared remote control powered by 2 x AAA batteries.

802.11 b/g/n
Supports 802.11 b/g/n wireless standard, among which 802.11b has a maximum bandwidth of 11 Mbps,



