Firma: G Store & Repair doo

(@ STDRE Adresa: Bul.Mihajla Pupina 10z/3

Telefon: 011 785 66 66

UBODI PRAVO MESTO ZA TEHNIKU Fax:

PIB: 112029009
E-mail: office@gstore.rs

MBoAsRack AMB,AMABA50M-HDV R4.0
MB AsRock AMD AM4 B450M-HDV R4.0

Sifra: 16514

Kategorija prozivoda: Mati¢ne ploce
Proizvodacd: ASRock

Cena: 6316,00 rsd.

ASRock Super Alloy CPU Chipse
- High Density Glass Fabric PCB - Supports AMD AM4 Socket Ryzen™ 2000, 3000 and - AMD
- Sapphire Black PCB 5000 Series Desktop Processors

ASRock Ultra M.2 (PCle Gen3 x4 & SATA3) - 6 Power Phase design

ASRock Full Spike Protection (for all USB, Audio, - Supports CPU up to 105W

LAN Ports)

ASRock Live Update & APP Shop

Memory

- Dual Channel DDR4 Memory Technology

- 2 x DDR4 DIMM Slots

- AMD Ryzen series CPUs (Matisse) support DDR4 3200 /
2933 /2667 /2400 /2133 ECC & non-ECC, un-buffered
memory*

- AMD Ryzen series CPUs (Pinnacle Ridge) support
DDR4 3200+(0C) / 2933(0C) / 2667 / 2400 / 2133 ECC
& non-ECC, un-buffered memory*

- AMD Ryzen series CPUs (Picasso) support DDR4 2933/
2667 /2400 / 2133 non-ECC, un-buffered memory*

- AMD Ryzen series CPUs (Summit Ridge) support DDR4
3200+4(0OC) / 2933(0C) / 2667 / 2400 / 2133 ECC & non-
ECC, un-buffered memory*

- AMD Ryzen series CPUs (Raven Ridge) support DDR4
3200+(0C) / 2933/ 2667 / 2400 / 2133 non-ECC, un-
buffered memory*

- Max. capacity of system memory: 64GB*

- Supports Extreme Memory Profile (XMP) memory
modules

- 15u Gold Contact in DIMM Slots

*For Ryzen Series CPUs (Picasso and Raven Ridge), ECC
is only supported with PRO CPUs.

Please refer to below table for DDR4 UDIMM maximum
frequency support.

Ryzen Series CPUs (Matisse):
Image nof“fpund or type unknown

Ryzen Series CPUs (Pinnacle Ridge):
Image noffound or type unknown

Ryzen Series CPUs (Picasso):



Image nof*found or type unknown

Ryzen Series CPUs (Summit Ridge):
Image nof*fpund or type unknown

Ryzen Series CPUs (Raven Ridge):
Image nof*found or type unknown

SR: Single rank DIMM, 1Rx4 or 1Rx8 on DIMM module
label

DR: Dual rank DIMM, 2Rx4 or 2Rx8 on DIMM module
label

**Due to the operating system limitation, the actual
memory size may be less than 4GB for the reservation
for system usage under Windows® 32-bit OS. For
Windows® 64-bit OS with 64-bit CPU, there is no such
limitation.

BIOS

- 128Mb AMI UEFI Legal BIOS with GUI support
- Supports "Plug and Play"

- ACPI 5.1 compliance wake up events

- Supports jumperfree

- SMBIOS 2.3 support

- DRAM Voltage multi-adjustment

Audio
- 7.1 CH HD Audio (Realtek ALC887/897 Audio Codec)
- Supports Surge Protection

Slots

AMD Ryzen series CPUs (Matisse, Summit Ridge and
Pinnacle Ridge)

- 1 x PCI Express 3.0 x16 Slot (PCIE2: x16 mode)*
AMD Ryzen series CPUs (Picasso, Raven Ridge)

- 1 x PCI Express 3.0 x16 Slot (PCIE2: x8 mode)*
AMD Athlon series CPUs

- 1 x PCI Express 3.0 x16 Slot (PCIE2: x4 mode)*

-1 x PCI Express 2.0 x1 Slot

*Supports NVMe SSD as boot disks
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-4 x SATA3 6.0 Gb/s Connectors, support RAID (RAID O, Connector Rear P:
RAID 1 and RAID 10), NCQ, AHCI and Hot Plug -1 x COM Port Header -1 x P¢
- 1 x Ultra M.2 Socket, supports M Key type -1 x TPM Header -1xD
2242/2260/2280 M.2 SATA3 6.0 Gb/s module and M.2 -1 x Chassis Intrusion and Speaker Header -1 xD
PCI Express module up to Gen3 x4 (32 Gb/s) (with -1 x CPU Fan Connector (4-pin)* -1xH
Matisse, Picasso, Summit Ridge, Raven Ridge and - 2 x Chassis Fan Connectors (1 x 3-pin, 1 x 4-pin)** -2 x U
Pinnacle Ridge) or Gen3 x2 (16 Gb/s) (with Athlon series -1 x 24 pin ATX Power Connector -4 xU
APU)* -1 x 4 pin 12V Power Connector -1xR]
" . - 1 x Front Panel Audio Connector LED)
Supports NVMe SSD as boot disks -2 x USB 2.0 Headers (Support 4 USB 2.0 ports) - HD A
Supports ASRock U.2 Kit (Supports ESD Protection)
-1 x USB 3.1 Genl Header (Supports 2 USB 3.1 Genl
ports) (Supports ESD Protection)
*The CPU Fan Connector supports the CPU fan of
maximum 1A (12W) fan power.
**The Chassis Fan Connector supports the chassis fan
of maximum 1A (12W) fan power.
Software and UEFI Suppot
Software - Drive
- ASRock A-Tuning Google
- ASRock XFast LAN
UEFI
- ASRock Full HD UEFI
- ASRock Instant Flash
- ASRock Easy RAID Installer
*These utilities can be downloaded from ASRock Live
Update & APP Shop.
Accessories Hardw:
- Quick Installation Guide, Support CD, I/O Shield - CPU/C
- 2 x SATA Data Cables - CPU/C
- 1 x Screw for M.2 Socket - CPU/C
Form Factor - CPUA
- Micro ATX Form Factor: 9.0-in x 7.9-in, 23.0 cm x 20.1 - SA:E
- Voltal

cm
- Solid Capacitor design

Cene su informativnog karaktera. Prodavac ne odgovara za tac¢nost cena iskazanih na sajtu, zadrzava pravo izmena cena.

Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama mozete dobiti na upit. Pla¢anje se iskljucivo vrsi
virmanski - bezgotovinski.




