(@ STORE

UBODI PRAVO MESTO ZA TEHNIKU

Firma: G Store & Repair doo
Adresa: Bul.Mihajla Pupina 10z/3
Telefon: 011 785 66 66

Fax:

PIB: 112029009
E-mail: office@gstore.rs

Mati¢na ploc¢a 1151 ASRock H310CM-HDV

Sifra: 3261

Kategorija prozivoda: Mati¢ne ploce

Proizvodac: ASRock

Cena: 6666,00 rsd.

Tip procesora:
PodnozZje:

Cipset:

Format ploce:
Podrzani procesori:

PodrZzana memorija:
Memorija:
Integrisana grafi¢ka karta:

Slotovi za proSirenje:

Storage:

Intel

Intel&reg; 1151
Intel&reg; H310
MATX

- Supports 9th and 8th Gen
Intel® Core™ Processors (Socket
1151) - Supports CPU up to

95W - 4 Power Phase design -
Supports Intel® Turbo Boost 2.0
Technology

DDR4
DDR4

- Supports Intel® UHD Graphics
Built-in Visuals : Intel® Quick
Sync Video with AVC, MVC (S3D)
and MPEG-2 Full HW Encodel,
Intel® InTru™ 3D, Intel® Clear
Video HD Technology, Intel®
Insider™, Intel® UHD Graphics -
DirectX 12 - HWA
EncodeDecode: AVCH.264,
HEVCH.265 8-bit, HEVCH.265 10-
bit, VP8, VP9 8-bit, VP9 10-bit
(Decode only), MPEG2, MJPEG,
VC-1 - Three graphics output
options: D-Sub, DVI-D and
HDMI** - Supports HDMI 1.4 with
max. resolution up to 4K x 2K
(4096x2160) @ 30Hz - Supports
DVI-D with max. resolution up to
1920x1200 @ 60Hz - Supports D-
Sub with max. resolution up to
1920x1200 @ 60Hz - Supports
Auto Lip Sync, Deep Color
(12bpc), xvYCC and HBR (High
Bit Rate Audio) with HDMI 1.4
Port (Compliant HDMI monitor is
required) - Supports HDCP 2.2
with DVI-D and HDMI 1.4 Ports -
Supports 4K Ultra HD (UHD)
playback with HDMI 1.4 Port

- 1 x PCI Express 3.0 x16 Slot
(PCIE2: x16 mode) - 1 x PCI
Express 2.0 x1 Slot

-4 x SATA3 6.0 Gbs Connectors,



support NCQ, AHCI and Hot Plug
Mrezna karta:

Zvucna karta:

Konektori na zadnjoj strani:

Interni konektori:

Bios:

Razno:

Socket:
CPU:

Chipset (N):

BUS [MHz]:
Memorija:

Broj slotova:

Max. memorije [GBI:
Takt memorije [MHz]:
AGP 4x8x:

PCl:

PCle 3.0 x16:

PCle x16:

PCle x8:

PCle x4:

- PCIE x1 Gigabit LAN 101001000
Mbs - 1 x Realtek RTL8111H -
Supports Wake-On-LAN -
Supports LightningeSD
Protection - Supports Energy
Efficient Ethernet 802.3az -
Supports PXE

- 7.1 CH HD Audio (Realtek
ALC887 Audio Codec) - Supports
Surge Protection - ELNA Audio
Caps

-1 x PS2 MouseKeyboard Port - 1
x D-Sub Port - 1 x DVI-D Port - 1
X HDMI Port - 4 x USB 2.0 Ports
(Supports ESD Protection) - 2 x
USB 3.1 Genl Ports (Supports
ESD Protection) - 1 x RJ-45 LAN
Port with LED (ACTLINK LED and
SPEED LED) - HD Audio Jacks:
Line in Front Speaker Microphone
-1 x TPM Header - 1 x Chassis
Intrusion and Speaker Header - 1
x CPU Fan Connector (4-pin) - 1 x
ChassisWater Pump Fan
Connector (4-pin) (Smart Fan
Speed Control) - 1 x 24 pin ATX
Power Connector - 1 x 8 pin 12V
Power Connector - 1 x Front
Panel Audio Connector - 1 x USB
2.0 Header (Supports 2 USB 2.0
ports) (Supports ESD

Protection) - 1 x USB 3.1 Genl
Header (Supports 2 USB 3.1
Genl ports) (Supports ESD
Protection)

- 128Mb AMI UEFI Legal BIOS
with multilingual GUI support -
ACPI 6.0 Compliant wake up
events - SMBIOS 2.7 Support -
DRAM, PCH 1.05V Voltage Multi-
adjustment
{"url":"https:\\www.asrock.com\MB\Inte\H310CM-
HDW\index.asp#Specification","title":"Link
proizvo\u0l11lla\u0l0da i
drajveri","target":"_blank"}

1151 v2

Intel Celeron, Intel Core i3, Intel
Core i5, Intel Core i7, Intel Core
i9, Intel Pentium
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Cene su informativnog karaktera. Prodavac ne odgovara za tac¢nost cena iskazanih na sajtu, zadrzava pravo izmena cena.

Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama mozete dobiti na upit. Pla¢anje se iskljucivo vrsi
virmanski - bezgotovinski.




